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Heavy Duty Semi-Auto Slicer
Model : GFSA3370C

Semi-automatic Meat Slicer for Australia’s leading 
Butchers, Delis and Meat Processors. 

FEATURES	    GFSA3370C

•• highest quality materials and finish
•• latest German technology and engineering
•• robust and reliable gear drive
•• automatic detection of product diameter automatically controls 

carriage stroke
•• variable carriage speed (up to 80/min)
•• modern, smooth and attractive low profile design
•• easily switch between automatic and manual carriage use 

with one lever
•• large food clamping device to ensure product held securely 

in place
•• simple, intuitive and reliable splash-resistant control panel
•• external sharpener
•• 450 watt high power motor
•• 10 Amp single phase power
•• Cera3, non stick abrasion resistant coated

OPTIONS

•• teflon coated blade
•• conventional rubber feet
•• three phase power

SAFETY FEATURES

•• blade safety ring
•• safety interlock
•• power fail safe
•• CE Approved

Ample cleaning 
access

Splash proof 
control-panel

Wide sturdy 
carriage

Stainless steel 
guard

SPECIFICATIONS

Model Number Blade Diameter (mm) Slice Thickness (mm) Overall Dimensions (mm)

GFSA3370C 330 0-24 440 (W) X 540 (D) x 420 (H)
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Heavy Duty Semi-Auto Slicer
Model : GFSA3370C

ADDITIONAL SPECIFICATIONS	 GFSA3370C

Product Capacities (mm)

	 Maximum diameter:		 205

	 Maximum thickness:	 24

	 Maximum length:		  280

	 Maximum height:		  210

Dimensions (mm)

	 Blade Diameter:		  330

	 Footprint:		  440 (W) x  540 (D)

	 Working area required:	 700 (W) x  750  (D) x 680 (H)

Motor:		  IP65 rated water resistant

Weight:		  50 kg


